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Grenade launcher gl 
MO

DE
L 

SP
EC
S Model M203 

Caliber 40 mm 
Operation Single Shot / Breech Loaded 

Sights Leaf or Quadrant 
Finish Mil-Spec Anodized Aluminum 

Barrel 7”*, 9”, or 12” 
Rifling  1:48” / 1,219 mm RH Twist 

Breech Opening 5.43” / 138 mm 
Effective Range 375m (7”), 400m (9”), 425m (12”) 

Fire Control Fire / Safe Switch 
Maintenance Field strips with no special tools 

LMT® has been manufacturing grenade launchers and 
their parts for over 35 years and in that time, we’ve 
established ourselves as one of the world’s foremost 
suppliers of the M203. In 2010 we recognized the 
modern military transition to quad rail forends and OV

ER
VIE

W 

designed one of the only grenade launchers in the world 
that can mount directly to one.  We took that a step further 
in 2018 with the “Shorty 40”, a launcher capable of stand-
alone implementation or attachment to an SBR or even an 
AK-47.  If there’s one term that defnes LMT® it’s modulari-
ty; our grenade launchers and their accessories are excep-
tionally versatile systems useful for lethal and nonlethal 
operations. 

L2X L2B LMP300 

The L2X, or as we call it “Shorty 
40”, is our rail mounted grenade 
launcher with a 7” barrel.  This 
shortened system can be weap-
on mounted, even on SBRs, or 
used as a standalone weapon for 
explosives, fares, or as a door 
breaching mechanism. 

The ideal modern grenade launch-
er, the L2B provides the same force 
multiplier as the LMP300E; however, 
it can be mounted on the underside 
of a 1913 picatinny rail or employed 
as a standalone launcher with our 
frame assemblies. 

The most recongnizeable of our of-
ferings, the LMP300E is the same 
grenade launcher employed for de-
cades by militaries around the world. 
It attaches directly to an M4/M16 se-
ries rife via the barrel and slip ring. 
We’ve even designed a standalone 
platform for it. 
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n Launcher Only Pistol Configuration Standalone Configuration 

Model Barrel Length Weight Length Weight Length 
Collapsed 

Length 
Extended Weight 

L2X 7” 10.5” / 267 mm 2.1 lbs / 0.95 kg 12.5” / 318 mm 2.9 lbs / 1.3 kg 17.25” / 438 mm 22.75” / 578 mm 3.6 lbs / 1.65 kg 

L2B 
9” 12.5” / 318 mm 2.2 lbs / 1.0 kg 14.5” / 368 mm 3.0 lbs / 1.35 kg 22.75” / 578 mm 26.05” / 662 mm 4.7 lbs / 2.13 kg 
12” 15.5” / 394 mm 2.2 lbs / 1.0 kg 17.5” / 445 mm 3.0 lbs / 1.35 kg 25.75” / 654 mm 29.05” / 738 mm 4.7 lbs / 2.13 kg 

LMP300 
9” 
12” 

12.5” / 318 mm 
15.5” / 394 mm 

2.5 lbs / 1.1 kg 
2.5 lbs / 1.1 kg 

14.5” / 368 mm 
17.5” / 445 mm 

4.2 lbs / 1.9 kg 
4.2 lbs / 1.9 kg 

22.75” / 578 mm 
25.75” / 654 mm 

26.05” / 662 mm 
29.05” / 738 mm 

5.7 lbs / 2.6 kg 
5.7 lbs / 2.6 kg 

L2X 

The table and graphics provided here 
illustrate just how modular our gre-
nade launcher platforms can be. 

L2X stands alone as its own propri-
etary system with a frame tailor ft to 
its unique size.  It also uses our Profes-
sional Defense Weapon (PDW) stock 
and extension. The pistol confgura-
tion fts conveniently  in a backpack or 
holster for quick-draw usage without 
the need to mount on a weapon system. 

The L2B system will accept 
the 9” or 12” M203 barrel.  This L2b system is equal to the LMP300 
in operational effectiveness; 

however, its design al-
lows it to be rail mount-
ed. This is a perfect com-
panion to our monolithic 
one-piece upper receivers, 

allowing operators to quick-

LMP300 

ly add or remove a launcher 
to suit the mission at hand. 

LMP300 can act as a stand-
alone launcher or install to 
an M4/M16 series rife by ei-
ther wired mounting bracket 

or a quick-detach 
assembly (14.5” 
and 16” barrel) 
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and extension. The pistol confgura-
tion fts conveniently  in a backpack or 
holster for quick-draw usage without 
the need to mount on a weapon system. 

The L2B system will accept 
the 9” or 12” M203 barrel.  This L2b system is equal to the LMP300 
in operational effectiveness; 

however, its design al-
lows it to be rail mount-
ed. This is a perfect com-
panion to our monolithic 
one-piece upper receivers, 

allowing operators to quick-

LMP300 

ly add or remove a launcher 
to suit the mission at hand. 

LMP300 can act as a stand-
alone launcher or install to 
an M4/M16 series rife by ei-
ther wired mounting bracket 

or a quick-detach 
assembly (14.5” 
and 16” barrel) 

9" 
LMP300 

12" 

� 
�� 

2.1 LBS/ 0.95 KG 12.5" / 318 MM 2.9 LBS/ 1.3 KG 17.25" / 438 MM 22.75" / 578 MM 

12.5" / 318 MM 2.5 LBS/ I.I KG 14.5" / 368 MM 4.2 LBS/ 1.9 KG 22.75" / 578 MM 26.05" / 662 MM 5.7 LBS/ 2.6 KG 

15.5" / 394 MM 2.5 LBS/ I.I KG 17.5" / 445 MM 4.2 LBS/ 1.9 KG 25.75" / 654 MM 29.05" / 738 MM 5.7 LBS/ 2.6 KG 

L2B 

The table and graphics provided here 
illustrate just how modular our gre
nade launcher platforms can be. 

L2X stands alone as its own propri
etary system with a frame tailor fit to 
its unique size. It also uses our Profes
sional Defense Weapon (PDWJ stock 
and extension. The pistol configura
tion fits conveniently in a backpack or 
holster for quick-draw usage without 
the need to mount on a weapon system. 

The 12B system will accept 
the 9" or 12" M203 barrel. This 
system is equal to the LMP300 
in operational effectiveness; 

however, its design al
lows it to be rail mount
ed. This is a perfect com
panion to our monolithic 
one-piece upper receivers, 

allowing operators to quick
ly add or remove a launcher 
to suit the mission at hand. 

LMP300 can act as a stand
LMP300 alone launcher or install to 

an M4/M16 series rifle by ei
ther wired mounting bracket 

� 

or a quick-detach 
assembly (14.5" 
and 16" barrel] 
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