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If there’s one thing LMT® understands well, it’s how 
to manufacture a robust, accurate firearm.  Law en-
forcement agencies and governments agencies of-
ten pursue rifle systems with a simple but effective 
design, and the LMT® Standard Patrol Model deliv-
ers.  It is available in several barrel lengths and of-
fers two buttstock options: the standard M4 style or 
our world renown SOPMOD.
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Standard patrol model

SOPMOD

The SOPMOD butt-
stock is the pre-
ferred choice of 
USSOCOM and nu-
merous militaries 
and law enforce-
ment agencies 
worldwide.

The GEN II stock 
is what you would 
find on a stan-
dard issue M4 rifle 
system.  This bat-
tle-tested stock is  
both light weight 
and effective.

GEN II

Model SPM
Caliber 5.56 x 45 NATO

Operation Direct Impingement
Sights Detachable Rear, A-Frame Front

Handguards Mil Std 1913 STANAG 4694 Rail

Finish Mil-Spec Anodized Aluminum
Mil-Spec Phosphated Steel

Buttstock GEN II or SOPMOD
Muzzle Device A2 Birdcage

Fire Control Safe / Semi / Auto Available
Field Maintenance field strips with no special tools

Model Weight Change Length Change Description
GEN II Standard Standard M4 standard issue  6-position buttstock.

SOPMOD +0.35 lb / +0.16 kg +1” / +25.4 mm Special Operations MOD stock, 6-position, with rubber butt pad, cheek weld, and 
waterproof battery tubes.
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10.5” Chrome 5.56

14.5” Chrome 5.56

16” Chrome 5.56

20” Chrome 5.56

Standard Patrol Model barrels are offered in four lengths: 
10.5”, 14.5”, and 16” carbine assemblies and a 20” rifle length 
upper reciever.  All of these meet current MILSPEC and 
STANAG requirements and have fulfilled numerous military 
and government contracts around the world.
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Length/Caliber Material Twist Rate Rifle Length Collapsed Rifle Length Extended Overall Rifle Weight

10.5” 5.56 (.223) Chrome Moly 1:7” 26.0” / 660 mm 29.3” / 743 mm 5.60 lbs / 2.54 kg
14.5” 5.56 (.223) Chrome Moly 1:7” 30.0” / 762 mm 33.25” / 845 mm 6.00 lbs / 2.72 kg

16” 5.56 (.223) Chrome Moly 1:7” 31.5” / 800 mm 34.8” / 883 mm 6.18 lbs / 2.80 kg
20” 5.56 (.223) Chrome Moly 1:7” 35.5” / 902 mm 38.8” / 984 mm 6.67 lbs / 3.02 kg


